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Dimensions:
Ðàçìåðû

Mounting depth

2.73”  (69.3mm)

Outer diameter

6.69” (170.0mm)

Cutout diameter

5.81” (147.0mm)

Äèàìåòð óñòàíîâî÷íîãî îòâåðñòèÿ 

Óñòàíîâî÷íàÿ ãëóáèíà 

Âíåøíèé äèàìåòð 

Ported Box for ideal installed response: 

0.40 cubic feet excluding driver and port tube displacement 

40Hz port frequency, 11.8” long by 2” inner diameter port tube 

Tube flared at both ends is recommended. 

Response corrected for medium sedan – 66Hz.

Акустическое оформление с фазоинвертором
11,33 литра  без учёта объёма драйвера и фазоинвертора.
Частота 40Гц. Параметры порта: D=50.8 mm L= 299.7mm
Точка перегиба  с поправкой на средний седан - 66 Гц.

 идеальный результат:

Speci!cations

Diameter:

Sensitivity:

Power Handling:

Frequency Response:

Nominal Impedance:

Voice Coil Diameter:

Äèàìåòð

×óâñòâèòåëüíîñòü

Ìîùíîñòü

×àñòîòíûé äèàïàçîí

Íîìèíàëüíîå ñîïðîòèâëåíèå

Äèàìåòð çâóêîâîé êàòóøêè

6.5" (170 mm)

89,0 dB

160W RMS (320W Peak)

25 - 6000 Hz

4,0 Ohms

1,0" (25.0 mm)

170 ñì (6.5”)

89,0 äб

160 Âò. RMS (320 Âò. ïèêîâàÿ)

25 - 6000 Ãö

4 Îìà

25 ìì (1,0")

Peak Xmax:

Magnet Weight:

Surround:

Cone:

11 mm

20.0 oz

Rubber

Максимальный ход подвижной
 системы

Вес магнита

Материал подвеса подвижной 
подвижной системы:

Бутилкаучук

Конус:
 Fiberglass

Frame:
Корзина:

 Cast
Литая:

Thiele-Small Parameters

Free Air Resonance (F):s

Voice Coil DC Resistance (R ):evc

Voice Coil Inductance @ 1 kHz (L ):evc

Mechanical Q (Q ):ms

Electrical Q (Q ):es

Total Q (Q ):ts

Compliance Volume (V ):as

Moving Mass, Diaphragm (M ):md

Ðåçîíàíñíàÿ ÷àñòîòà

Ñîïðîòèâëåíèå çâóêîâîé êàòóøêè 

Èíäóêòèâíîñòü çâóêîâîé êàòóøêè @ 1 êÃö

Ìåõàíè÷åñêàÿ äîáðîòíîñòü

Ýëåêòðè÷åñêàÿ äîáðîòíîñòü

Ïîëíàÿ äîáðîòíîñòü

Ýêâèâàëåíòíûé îáúåì

Ìàññà ïîäâèæíîé ñèñòåìû

52 Hz

3,1 Ohms

0,9 mH

2,89

0,472

0,406

3
16,02L  /  0,56 ft

13,3 gr

Motor Force Factor (B):l
Ñèëîâîé ôàêòîð ìàãíèòà

5,54 Tm

Закрытое акустическое 
оформление

Sealed Box

D

L

Акустическое оформление 
с фазинвертором

Ported Box

Закрытое акустическое оформление - оптимальные размеры корпуса. 
14,16 литра без учёта объёма драйвера. 
Точка перегиба (20 Гц) с поправкой на средний седан - 66 Гц.

Sealed Box Response optimal volume for sedan as below. 
0.5 cubic feet excluding driver displacement
Upper response (20Hz) corrected for medium sedan – 66Hz
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