
Technical Data

Dimensions:
Ðàçìåðû

Thiele-Small Parameters

Free Air Resonance (F):s

Voice Coil DC Resistance (R ):evc

Voice Coil Inductance @ 1 kHz (L ):evc

Mechanical Q (Q ):ms

Electrical Q (Q ):es

Total Q (Q ):ts

Compliance Volume (V ):as

Moving Mass, Diaphragm (M ):md

Ðåçîíàíñíàÿ ÷àñòîòà

Ñîïðîòèâëåíèå çâóêîâîé êàòóøêè 

Èíäóêòèâíîñòü çâóêîâîé êàòóøêè @ 1 êÃö

Ìåõàíè÷åñêàÿ äîáðîòíîñòü

Ýëåêòðè÷åñêàÿ äîáðîòíîñòü

Ïîëíàÿ äîáðîòíîñòü

Ýêâèâàëåíòíûé îáúåì

Ìàññà ïîäâèæíîé ñèñòåìû

35.2 Hz

3,68 Ohms

3,54 mH

6,06

0,56

0,513

3

30,36L / 1,07 ft

206 gr

Motor Force Factor (B):l
Ñèëîâîé ôàêòîð ìàãíèòà

17,54 Tm

QES-1220 12” (300 mm) Sabwoofer
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Speci!cations

Diameter:

Sensitivity:

Power Handling:

Frequency Response:

Nominal Impedance:

Voice Coil Diameter:

Äèàìåòð

×óâñòâèòåëüíîñòü

Ìîùíîñòü

×àñòîòíûé äèàïàçîí

Íîìèíàëüíîå ñîïðîòèâëåíèå

Äèàìåòð çâóêîâîé êàòóøêè

12" (300 mm)

86,1 dB

500W RMS (1000W Peak)

10 - 400 Hz

4,0 Ohms

2,6" (66 mm)

30 ñì (12”)

86,1 äб

500 Âò. RMS (1000 Âò. ïèêîâàÿ)

10 - 400 Ãö

4 Îìà

66 ìì (2,6")

Peak Xmax:

Magnet Weight:

20 mm

134 oz stacked

Максимальный ход подвижной
 системы

Вес магнита

Закрытое акустическое 
оформление

Sealed Box

4Ohm

Mounting depth
6.22”  (158mm)

Outer diameter
12.28” (311.15 mm)

Cutout diameter
11” (282.6 mm)

Sealed Box Response:

Surround:

Cone:

NB Rubber

Kevlar-Paper Honeycomb

Материал подвеса подвижной 
подвижной системы:

Широкий Бутилкаучуковый подвес

Конус:

Акустическое
оформление 
с фазоинвертором

Ported Box (boomer) Response:

Sealed Box Responses from top to bottom at 10Hz:
 Top: Response corrected for typical cabin (medium sedan)
Bottom: Response in same volume taken without correction (2PI)
Response selected for medium sedan
Box volume = 0.50 cubic feet - add 0.12 cubic foot for driver inside
(Total Vol.=0.62)

Ported Box Responses from top to bottom at 10Hz:
 Top: Response corrected for typical cabin (medium sedan)
Bottom: Response in same volume taken without correction (2PI)
Box Volume = 1.0 cubic foot add 0.12 cubic foot for driver inside

Port = 4”IDX18.3” Long internally mounted add 0.178 cubic feet
(SCH 40 ABS pipe) (Total V=1.3 cft.) Fb=40Hz

SPL 10 20 50 100Hz 200 500 1k

135

130

125

120

115

110

105

100

95

90

85

80

75

70

65

60

Рекомендуемый объем корпуса 0,5cuft (14,16l) + 0,12cuft (3,4l) объем драйвера @ 10Hz:

Верхний график: АЧХ для салона среднеразмерного седана.

Второй график: АЧХ для салона среднеразмерного седана, без коррекции (2PI)

Рекомендуемый объем корпуса 1,0cuft (28,32l) + 0,12cuft (3,4l) объем драйвера + 0,178cuft 
(5l) объем фазоинвертора (диаметр 4"(10см) длина 18,3" (46,5cm) Fb=40Hz  @ 10Hz:
Верхний график: АЧХ для салона среднеразмерного седана.
Второй график: АЧХ для салона среднеразмерного седана, без коррекции (2PI)
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